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XMODS™ Body Kit for 1967 Chevy Camaro 

The XMODS™ Custom RC Body kit provides the opportunity to customize the body of 
your can with skirts, bumpers, hood and tires. You can aiso change the controiier’s 
steering wheei. 

1 

Assemble the upgrade body parts in the order listed below. 


1 . 

2. 

3. 

4. 


5. 

6. 
7. 


8 . 


9. 


Repiace the front bumper. 

Repiace the hood. 

Repiace the ieft and right side body skirts. 

Driii a 2mm hoie in the body in the center of each mark. 
You can use the hand driii inciuded in the XMODS Tooi 
Kit. 

Screw the spoiier to the body from beiow the body. 
Repiace the rear bumper. 

Attach the body iifting adapter if you are going to use the 
Hot Rod tires. Since the tires’ diameter is iargerthan the 
originai tires, you have to use this adapter so the body 
won’t touch the tires. 

Use the iug wrench in your XMODS starter kit to detach 
the iug nuts from the car’s rear wheeis. Then, remove 
a wheei and tire. The bearings might come off - take 
care not to iose them. 

Remove the rear tire from the wheei and repiace it 
with a new rear tire. 




2 

Install the controller’s new steering wheel. 

© 0 © 




1) Remove the screw from your controiier’s iocking piate. 

2) Affix the steering shaft to the upgrade steering wheei with two screws. 

3) Aiign and insert the steering shaft into the controiier. 

Aiign tabs on the iocking piate and affix with the originai screw. 
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